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Diplexer Characteristics 
 

DW15,00-5ASFFFT 
 

Frequency range           14.4 – 15.3 GHz 

Bandwidth                            130 – 144 – 196 – 214 MHz 
Duplex Space   322 – 336 – 420 – 490 MHz 
Isolation Tx / Rx   > 55 dB 
Insertion Loss                < 0,9 dB 

Return Loss                   > 20 dB 
  
Temperature Range  -40 +80 °C  
 

Dimensions     mm 200 x 38 x 34  
Connectors      Flanges WR75 
 
 

BBBaaannndddpppaaassssss   FFFiiilllttteeerrr   
222111888000   –––   222333111000   MMMHHHzzz   
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Filter Characteristics 
 
 Frequency range  2180 – 2310 MHz 
     
 Rejection   > 50 dB between DC-2165 MHz and 2325 – 7000 MHz 
 
 Return loss   14 dB min. 
           
 Insertion loss   < 1.1 dB @Fc     
 
 Connectors   Input N-type male;  Output N-type female 
 
 Material    Aluminum 
 
 Temperature range  -25° / +65°C 
 
 Finish    RAL 9002 paint texturized and resin glue 
 
 Environmental      Waterproof (outdoor use) 
 
 Dimensions   160 x 60 x 30 mm (excluding connectors) 
 


